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POST RAMMERS 
▪ RURAL  

 

▪ SILENCED & AG 

 

▪ MEGA PUNCH 

 

▪ PRO  
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▪ Rural Series – Designed with budget in mind but 

still packing a powerful punch. The Rural or R 

series comes in arrange of powercell sizes to suit 

your application. Suitable for steel, timber and 

concrete posts. 

 

 

▪ Silenced Series – The most popular in our Post 

Rammer range. The Silenced or S series is the 

preferred option for the serious contractor. From 

rapid fire installation of drill casing and rail iron to 

300mm round hardwood the S series is the 

proven workhorse in the Earthquake Rammer 

range. 

 

 

 

▪ Silenced Adjustable Grapple series – Safety, 

convenience and labour reducing is what the S-AG 

series is all about. We can custom build to suit 

your needs. The backbreaking work of lifting 

every post into position is eliminated with the S-

AG’s.  

 

 

▪ Megapunch Series – The Megapunch was 

developed with safety in mind especially with long 

and heavy posts, of all types. Mainly used on 

excavators the Megapunch makes easy work of 

post installs for bird/hail netting and heavy rail 

iron applications like in cattle yards. 

 
 

▪ Pro Series – The Pro series combines all the 

elements above and that of what we have learnt 

to produce the ultimate One Person operation for 

fence post installation. Combining an Auger Drive, 

Log Grapple and the S series rammer we 

produced the new Pro series. They are fast, 

robust and efficient. Perfect for timber posts but 

with quick and easy slide on slide off components, 

they can handle any application required. 

 
POST RAMMERS 



  

Key Features 

Pioneering the Hydraulic Post Rammers of this style has lead us to what we believe is the most robust, 

reliable and efficient product on the market. 

The PowerCell: Produced to the highest standard and made for hard work, day in day out. The lightweight 

and powerful units provided are balance tuned for driving posts into the of hardest soil types.  

The Frame: Designed with three main features in mind:  

1) The frame allows for the Post Rammer to be mounted as close to the carrier mount plate as possible.  

This allows the unit to be compact, bringing the centre of gravity closer to the carrier therefore 

minimising over balance especially on sloping ground. 

2) The frame position is as low on the Post Rammer as possible allowing for smaller skid steer loaders to 

be able to reach up to 3.2m in height. 

3) Slide Frames have been designed to be retro fitted with an auger drive when required. 

The Cups: We do NOT recommend a one size suits all cup system. Using a post cup of a diameter larger 

than 20% of the post diameter produces three main fatigue issues both with the cup and the powercell.  

1) Side Loading: When the cup is much larger than the diameter of the post it puts great stress on the 

middle and bottom bushes of the powercell. This leads to premature bush and stem wear on the post 

cup. 

2) This “Off-centring” of the post, especially with rail iron and drill stem, also causes fatigue of the post 

cup. It will lead to single point hardening and cracking of the cup. 

3) Low production and ultimately short production life. As an example; constantly using a 225mm cup 

for drill stem or rail iron posts greatly reduces the productivity of your rammer due to the high post 

cup weight to low piston weight ratio. This will dramatically reduces the life expectancy of your post 

rammer. It will also cause the stem to mushroom at the piston end. 

We have developed the best cup designs that will keep your maintenance requirements to a minimum.  

Balancing of our 100mm and 150mm are rated at 60/40 piston ratio maintaining optimum beats per Minute 

(bpm) to piston weight giving many years of high production and low running costs. 

Two Piece Design: Our post cups are the only cups on the market that offer a two-piece design. This will also 

save on operating costs when the stem does need replacing. The cup can be removed from the stem 

reducing new cup/stem purchases by over 50%. 

Customisable: The EQ Post Rammers are fully customizable to meet your requirements. Available in 

PowerCells of any size to suit any application. Our Hydraulic Circuits can be designed to suit any machine 

type from mini excavators to 45 tonne excavators, tractors, telehandlers, skid steers, truck cranes and 

barges. 

    

          

 

CUSTOM COLOURS 



 

Specifications 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

Specifications with100mm Post Cup 

Please note: EQ Post Rammer energy ratings are based on proven data not theoretical factory estimates. 

odel EQ-PR30S EQ-PR40S EQ-PR50S EQ-PR70S EQ-PR110S 

Weight kg  
(Frame) (Hitch) 

152  
(292) (202) 

224 
(364) (274) 

295 
(455) (335) 

375 
(515) (425) 

571 
(711) (621) 

Required Oil Flow (L/M) 25-40 40-70 40-70 50-90 60-100 

Operate Pressure (bar) 90-120 110-130 110-140 120-150 130-160 

Impact Rate (bpm) 600-1100 500-1000 500-900 400-800 400-800 

Impact Energy (joules) 320 550 690 900 1300 
 

Model EQ-PR50S-AG-Megapunch EQPR70S-AG- Megapunch EQ-PR110S-AG- Megapunch 
Weight kg (Hitch) 505 585 950 
Required Oil Flow (L/M) 40-70 50-90 60-100 
Operate Pressure (bar) 110-140 120-150 130-160 
Impact Rate (bpm) 500-900 400-800 400-800 
Impact Energy (joules) 690 900 1300 900 
Grapple Specs (Op/Cl) 950mm/60mm 950mm/60mm 1225mm/60mm  

 

Model EQ-PR50S-Drill EQ-PR70S-Drill EQ-PR50S-Grapple EQ-PR70S-Grapple 

Weight kg  
(Frame) (Hitch) 

395 
(595) (495) 

475 
(665) (555) 

375 
(545) (455) 

455 
(695) (505) 

Required Oil Flow (L/M) 40-70 50-90 40-70 50-90 

Operate Pressure (bar) 110-140 120-150 110-140 120-150 

Impact Rate (bpm) 500-900 400-800 500-900 400-800 

Drill Depth (Std) 1200mm 1200mm   

Drill Diameter (Std) 100mm 100mm   

Grapple Specs (Open/Close)   950mm/60mm 950mm/60mm 
 

Model EQ-PR50S-AG-Pro EQ-PR70S-AG-Pro 
Weight kg  
(Frame) (Hitch) 

395 
(745) (635) 

475 
(825) (685) 

Required Oil Flow (L/M) 40-70 50-90 
Operate Pressure (bar) 110-140 120-150 
Impact Rate (bpm) 500-900 400-800 
Drill Depth (Std) 1200mm 1200mm 
Drill Diameter (Std) 100mm 100mm 
Grapple Specs (Open/Close) 950mm/60mm  950mm/60mm  

 

Model EQ-PR30R EQ-PR40R EQ-PR50R EQ-PR70R EQ-110R 

Weight kg  
(Frame) (Hitch) 

152  
(292) (202) 

224 
(364) (274) 

295 
(455) (335) 

375 
(515) (425) 

571 
(711) (621) 

Required Oil Flow (L/M) 25-40 40-70 40-70 50-90 60-100 

Operate Pressure (bar) 90-120 110-130 110-140 120-150 130-160 

Impact Rate (bpm) 600-1100 500-1000 500-900 400-800 400-800 

Impact Energy (joules) 320 550 690 900 1300 

 

We are proud of the fact that no manufacturing or components of our Post Rammers are made in China 

 

Phone: 1800 EARTHQUAKE (1800 327 847) 
 

Website: www.postrammer.com.au  
  

Email: sales@postrammer.com.au  
 

Facebook: www.facebook.com/PostRammerAustralia  

Authorised Dealer: 

tel://1800327847/
tel://1800327847/
http://www.postrammer.com.au/
mailto:sales@postrammer.com.au?subject=Post%20Rammer%20Brochure
http://www.facebook.com/PostRammerAustralia

